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| : Setting Up

Connecting the 01/WFD-01/W to External Devices
Make sure that all cables are securely connected to the
input terminals of external devices.

(DConnecting with a stereo audio amplifier
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@Connecting with a keyboard amplifier
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NOTE

Connecting with a keyboard mixer can most effectively
utilize the output functions of the 01/WF+01/W.

OUTPUT 3,4

OUTPUT 1/1,2/R

01/WFD , 01/

[ ‘ INPWI}*INPU‘W INPUT3 } F INPUT4
o,

O

KEYBORRD MIHER

OUTPUT L/R
vy

RUBIO AMP.
KEYBOARD AMP.

BASIC OPERATION

The mode keys on the front panel provide access to
various operation modes of the 01/WF+01/W. To change
modes, simply press the corresponding key.

The sound making process on the 01/WF+01/W is primarily
done in the program mode and the combination mode.
These modes are related to each other as in the diagram

below.



—— INTERNAL —— CARD
BANK-A BANK-C

PROGRAM 00~09 PROGRAM 00~99
BANK-8 BANK-D

PROGRAM 00~98 PROGRAM 00~99

PROGRAM:-+++Up to 100 programs can be stored into each of 2

Intemal Banks and 2 Card banks.
Timbre can be made by setting
parameters(Level,MID! Rev ch,
* and so on) of any program.
BANK-A
PROGRAM:00
PROGRAM
LEVEL
MIDI RevCh
PAN
KEYVINDOW
KEY VELOCTTY efc.

TIMBRE

A combination can be made by up to
8 different timbres.

o e e e i e e

comsl

Each individual sound is selected and played as a
Program, two or more Programs are combined into a

Combination.

For example, strings and brass sounds can be layered as a
Up to 8 programs can be assigned in
Combination and independently controlled to provide a
multi — timbral sound source for use with an external

combination.

sequencer.

COMBINATION

Timbre
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@DSelecting a Combination
Press the COMBI key to enter the Combination mode.

COMBI  EDIT COMSBI Press the COMBI key.

A

Press the BANK key to select the bank number of the
desired combination.

( For 01/W, press the INT/CARD Key and the BANK key. )
01/WFD

BANK DISK

)|

0w

INT[CARD  BANK

Then,select the desired bank with the BANK

4 |

Press the Number key to select the desired combination
number.
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10°s HOLD/ 0 COMPARE Nex('selea the last dlglt with the Ten ksy
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@Selecting a Program
Press the PROG key first.

PROG EDIT PROG

Press the PROG key.




Press the BANK key to select the bank number (0 — 9) of
the desired program.

( For 01/W, press the INT/CARD Key and the BANK key.)

01w

INT /CARD ~ BANK

m Then, select the desired bank with the BANK key.

A |

Press the Number key to select the desired program
number.

T . ]
L0010 e
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L ) 0 Next,select the last digit with the Ten key
10's HOLD!- ° 1COMPARE
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Sound Making Process

Here is a summary of the 01/WF-01/W’s sound making
process.

(DA program, which is the basic sound block in the
01,/WM:01,/W, consists of a number of parameters
which control the sound.

osc1

PITCH MG VOF1EG VOA1 EG

l VDF1 l—-bl VDAL l 1 EFFECTI
A
¥ Double mode
Dynamic
Lo > = I-*l ] e [
‘ 0sC2 | | I
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Basic sound

| e

Modulation




@Two or more programs can be combined to make Making full use of Multi playing ***+-- .
up a Combination

Separate MIDI channel, keyboard range and velocity range The advantage of muiti — timbral instrumentation is that
can be assigned to each of up to 8 programs and each program can be assigned to an individual Timbre, for
controlled independently. independent control. This setting is especially useful for
Programs are assigned to Timbres 1 — 8 in this setting. ' use with an external sequencer. Furthermore, assigning 2
(or more) timbres’ MIDI channel to that of the Global MIDI

Tmbre1  Timbre2  Tembred  Temire4 channel allows you to play these programs simulta —
Ch=1G| |ch=1G] [ch=1G] [ch=1G , neously (same as the Layer combination). This function

can be used to play thick layered sounds. Since the

01/WF-01/W is 32 voice polyphonic, a layer with 2
VELBOTTOM 1 48 a3 98 . . . .
VELTOP a7 . o7 12z programs provides 16 polyphonic voices, a layer with 4
programs provides 8 polyphonic voices, etc.

In the above combination, MIDI channels of timbres 1 through 4
are assigned to the Global setting so that these timbres can be
actually played by the keyboard and further controlled by the touch
depending on the setting of the top and bottom.



Il : Creating a program (EDIT PROGRAM)

The basic sound block in the 01/WF+01/W is a Program.
Therefore, creating a new sound means that you are
actually building a new Program.

As in the following diagram, the 01/WR+01/W is equipped
with internal waveforms which are called Multisounds. The
muitisounds are a collection of acoustic sounds and synth
sounds that are sampled for each sound range and
assigned to the keyboard.

These Multisounds serve as the starting point for creating a
new program, “EDIT PROGRAM”. Thus, the “EDIT
PROGRAM” starts with selecting the most suitable
waveform from the Multisounds.

Unlike the previous M and T series, the 01/WF+01/W is
capable of editing components of each waveform so that
any waveform can be changed in envelope or reshaped in
a number of ways.

Selecting “EDIT PROGRAM”

Press the EDIT PROG key to select the Edit Program
mode. Each Program has its editing parameters in several
display pages. The PAGE +/ — keys allow you to access
succeeding and preceding pages, respectively.

PROG EDIT PROG

Press the EDIT PROG key.




PAGE 0:0SC(Oscillator)

The O01/WM+01/W contains 2 oscillators; OSC 1 and
0SC2.This page controls the setting of each oscillator
depending on the current Oscillator mode. In SINGLE, one
OSC1 — Emphasis1 — Wave Shaping! — VDF1 — VDA1
system is used. In Double, a second system (OSC2 —
Emphasis2— Wave Shaping2— VDF2— VDA2) is added to
allow greater in sound making.

This page contains the following parameters to be edited.

*Oscillator Mode

SINGLE or DOUBLE

*Number of Voices and Hold.

The number of voices varies according to the Oscillator
mode.

The 01/WF+01/W is a 32 polyphonic Music Workstation.
When POLY is assigned, the maximum number of voices
available is 32 in SINGLE Oscillator mode, but decreased
to 16 in Double mode. When MONO is assigned, only a
monophonic voice is available. POLY is recommended for
chord oriented sounds such as Piano or Strings while
MONO best fits single note playing for sounds such as
Bass and Synth Lead.

When the Hold parameter is set to ON, notes played will
continue to sound even after releasing the key. This
parameter is mainly used for obtaining natural sustain out
of transient sounds such as the Drum Kit. This is not
always desirable on continuous sounds such as Organ or
Strings.



«Selection and Volume of Oscillator 1 and 2
When DOUBLE is selected, OSC1 and OSC2 have
Independent levels.

*Pitch Adjustment of Oscillator 1 and 2
Slightly detuning the pitch of two oscillators will create an
ensemble effect between the oscillators or build effective
timbres such as honky — tonk piano.

*Selection of Envelope to Pitch
Natural brass sounds tend to have unstable pitch at the
initial attack. This unique character of instruments can be
simulated by adjusting the Pitch with Envelope.
+99
Attack Level

»-
normal pitch ——% 400 /\

Start Level ————»

-99

10

Time

PAGE1:Emphasis, Wave Shape

This page controls the processing of waveform, which is
the 01/WF+01/W's own unique function.

The Emphasis increases the clarity of the sound by giving
greater definition. The degree of the Emphasis can be
velocity controlled so that delicate color changes such as
those of acoustic piano can be easily expressed by touch.

The Wave Shape transforms the waveform and generates
new harmonic overtones that are not included in the
original waveform, This function can be used for simulating
the resonant filter sweep effect of analog synthesizers or
adding a distortion effect to the basic sound. For more
details, refer to waveforms 0 — .59 in the Wave Shape
Table.



PAGE2:VDF1 (PAGE 3:VDF 2)

This page controls the tonal quality of the sound by cutting
off the high frequency components of the waveform.

Cutoff controls how bright or soft the sound will be. This
page also determines the degree to which the EG and
velocity will affect the cutoff frequency.

Keyboard Tracking is normally used for adjusting the
sound color uniformly over the keyboard. This is effective
for all keyboard ranges as well as specific high and low
ranges.

[About VDF EG]

The 01/WR+-01/W is equipped with an EG for each VDF
and the VDA, in the VDF EG, the speed of each parameter
(Attack Time/ Decay Time/ Slope Time/ Release Time) can
be changed by velocity or the keyboard position.

This feature is especially useful for simulating delicate
articulation of playing acoustic instruments. This freedom
of touch control over the sound color widely expands the
area of artistic expression.

PAGE4:VDA1(PAGE5:VDA2)

This page controls the volume of the basic waveform
sound.

The VDA mainly includes the velocity, EG and Keyboard
Tracking. Among others, the VDA EG is especially
important for constructing a distinctive character of each
sound.

% Using VDA EG and VDF EG properly %

Any sound has the universal tendency to change in tone as
the volume changes. You can find out that tone becomes
softer as the sound decays by closely listening to any
instrument such as piano or guitar.

This character of acoustic sound can be simulated with the
VDA in volume change and with the VDF in tone change.
The EG INTENSITY parameter in the VDF determines the
range for the tone to change over time,

These volume and tone changes over time usually play

major roles in sound making. Making a good or bad sound
depends on how carefully you program this EG parameter.

11



/—————— Atack  Level

A

\ " /————— Break Point
Sustain  Level
4 1 3
‘ Y \\
EG Level | 400 vy v Time
¥ 99

[Typical EG Set — up]
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Piano

To simulate the decaying sound of piano, set the Sustain
jevel at 0 and create the decay with Slope time. You may
set the Break point at 80 and make up an attack feel with
Decay time.

Level VDA ENVELOPE

VDF ENVELOPE

Time

Level

Level

Organ

The organ sound is characterized by a click noise at the
initial attack and quick response to releasing the key. Set
the Break point as the Sustain level and create a click in
Sustain time.

/ VDA ENVELOPE

Time

Strings

The basic Strings sound can be simulated by slowing down
the Attack time for the bowing effect and adding the
Release time for trailing notes. An actual string instrument
sounds different with subtle differences in touch. Try to
create a variety of string sounds with different touch, and
play them in Combination mode.

/ VDA ENVELOPE

Time



Brass

The key to a good brass sound is how well the VDF is
combined with the EG, because real brass instruments
sound different depending on playing technique or the
player's mood. Construct the outline envelope with the
VDA first. Then create the actual tonal quality with the VDF

EG. VDA ENVELOPE
Leve! ‘

VDF ENVELOPE

\

Time
Guitar and Bass

Guitar and Bass have decaying sounds similar to that of
the piano. Construct the outline envelope with the VDA
first. Then set the VDF EG such that the tone becomes
softer as the sound decays.

Level

/ V D A ENVELOPE

Time

PAGEBG:Pitch Modulation

This page is for modulating the pitch. The modulation set
here is mainly the vibrato controlled by the MG, but the
pitch can be also modulated by joystick or aftertouch.

In DOUBLE, MG1 and MG2 can be used separately. In
SINGLE, only MG1 can be used.

! N NS
N

MG 2 N p
N _ N—

[Separate use of MG in Double Oscillator Mode]

The 01/WF+01/W contains 2 independent MG systems that
are available for each of the 2 oscillators in DOUBLE
mode. If the MG’s are used as in the Fig.2 — 9. a slight
difference in pitch can create an ensemble space. This will
sound even wider when used with a Chorus Effect.

13




PAGE7:VDF/VDA Modulation

This page determines the degree to which the joystick,
aftertouch and MG modulates the VDF and the VDA.
How Aftertouch works

Aftertouch is an effect that can be used to control the
depth of modulation or other parameters by pressing down
hard after playing the keys. Since any of the available
controllers can be assigned to a modulation source,
different modulations can be arranged to be played
simultaneously during playing. For example, assigning
aftertouch to vibrato and joystick to pitch bend will allow
you to play both modulations at the same time. Assighing
aftertouch to pitch bend may be sometimes effective for
expressing certain instruments such as Koto. Aftertouch is
often assigned to control the cutoff frequency so that the
brightness of a sound can be controlled by pressing down
hard on the keys.

Joy Stick

(=D

After Touch
[T N N ,
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PAGES:EFFECTS

The 01/WF+01/W includes a self — contained Multi Effects
unit that consists of two independent and identical effect
processors. These processors can be arranged in three
configurations: one serial configuration and two parallel
configurations.

(Dimportant relationship between Inputs and Outputs
Before selecting an effect configuration, choose the Inputs
you wish to use. (Inputs at A and B go through FX 1, Inputs
at C and D go through FX 2.) In Serial routing, Inputs at A
and B go through FX 1 and FX2 but Inputs at C and D only
go through FX2.



@Effect Selection in EDIT PROGRAM is disabled
When 2 sounds are made with 2 effects each in EDIT
PROGRAM (for example, a guitar sound with Distortion
and Chorus, and a strings sound with Flanger and Reverb),
an attempt to combine these sounds into a Combination
will require 4 effects while the 01/Wm+01/W contains only 2
effect processors. In this case, the 01/WF+01/W ignores
the effect selection made in EDIT PROGRAM and instead
uses the effect selection in Combination.

The best way to avoid this inconvenience is to program a
sound in two modes during EDIT PROGRAM: Prepare a
SINGLE sound with all parameters including effects.
Prepare a MULTI sound without assigning any effects.

15



Il : EDIT COMBINATION

16

A combination can consist of up to 8 Timbres. Each
Timbre is like a box where a Program is assigned with its
MIDI channel, Volume, Pan and other parameters. With 8
Timbres altogether, the 01/WF+01/W can be played as if
there were 8 different synthesizers being played simulta —
neously.

—
—

£

I

i———ﬁmbm——ﬂ l

— _
3 = EFFECT 1
O & «K o)

Prog. MIDICh polume

=] <[P
DO c
Transpose Oetune Panpot “T’ EFFECT 2
RLILLLE
p—
Vel. Window  Key Window
Controll Chg  Prog. Chg LFL-

MDPlaying a single sound in Combination

Only one single Timbre is used. This is the same as
directly using a single program made in EDIT PROGRAM.
This setting is useful for featuring the acoustic character-of
one sound such as acoustic piano, guitar or wind in —
strument and expressing it without being mixed with other
sounds.

Since only one particular Timbre can be played on the
keyboard by matching its MIDI channel to the Global
channel, this setting has the same function as the Program

play.

Ch 016

(e rmer [ e ot e | [ i | e[ e

T——-— A single program can be played over the keyboard.



@Playing two or more sounds in Combination

One of the ways to utilize the O01/WF<01/W’s great
capability is to play two or more sounds simultaneously in
Combination.

[Building up a thick sound by layering Timbres : Layer]
This type of Combination is especially useful for building up
a thick string or brass ensemble sound. It is also used to
create a new sound with an unusual combination of two
unmatching sounds such as Bell+Strings.

ch 06 016

| Timbre l l Timbre |
A B

A 4

I Tlm:re | an:re lrnm:re | an:re "nm:m ] [nm:re ]

Two programs can be layered.

[Switching tone color with velocity : Velocity Switch]
The tone color of an acoustic instrument changes with
different touch on the instrument. The 01/WR+01/W is de —
signed to simulate this character of an acoustic instrume: .
by controlling the degree of velocity in Combination.
Velocity is used to control the VDF Cutoff in Program but
this is not effective enough for controlling slap bass or
other sounds that require drastic tone changes.

In this case, program a soft touch sound for the low
velocity range and a hard touch sound for the high velocity
range, and assign them to the same MIDI channel so that
these two sounds can be switched by the degree of your
playing touch. Follow the sample procedure below.

Assign a soft touch sound to Timbre 1, and a hard touch
sound to Timbre 2. Set the Velocity Window Top for
Timbret to 87, and the Velocity Window Bottom to 0. Set
the Velocity Top for Timbre2 to 127, and the Velocity
Window Bottom to 88.

This procedure can further apply to switching the tone color
up to 8 different steps.

Velocity Window

TopP

-87 127

BOTTOM 1 88

Timbre l ‘ Timbre H TimbreJl Timbre ”Timbre ]
A B | C 0 3 F G ]

The sound switches between Timbre A and Timbre B at the
Velocity value 87.

17



[Assigning different sounds for different

sound ranges : SPLIT]

The 01/WF+01/W's keyboard can be split into desired
sound ranges to assign different sounds. For example,
you can assign a bass sound to the low range and a piano
sound for the middie and high ranges.

Assigning a drum set to the low range and a bass sound
for the middle and high ranges will create a simple rhythm
section over the keyboard. Assigning a trombone to the low
range and a trumpet sound for the middle and high ranges
will create a strong brass section over the keyboard. The
major advantage of this SPLIT is that this uses up only one
MIDI! channel with one Combination.

Key Window
ToP (%] cs 67
BOTTOM C-1 €#3 C#S

[rmee ][ e

[Using the OTWFD-O1W as a Multi Sound Scuroe : Multi 1]

18

The 01/WF+01/W can be used as muiti sound source by
assigning separate MIDI channels to 8 Timbres. If you
have a MIDI sequencer, you can program the MIDI
channels so that you can manually play the melody on the
keyboard and have the sequencer accompany you.

| Timbre ” Timbre ”Timhre ” Timbre “ Timbre I
] £ F 6 H

To select the Timbre for your manual play, set its MIDI
channel to the Global channel.

Prog. | A.Piano | E.Bass | E.Guitar| Strings | Brass Flute Harp Drums
ReuCh 016 062 03 04 05 06 o0? 10
Volume} 92 123 83 8 - 87 110 68 127
Panpot| s5:5 5:5 73 5:5 5:5 6:4 3?7 55
|‘|'|mbre | I Timbre IETmhre ” Tlmbre“ Tlmbrel l Timbre “ Tlmbrel Timbre
1 I I

A B C ) E F 6 ' B

[Using the OTWFD-01W as a Multi Sound Scuroe : Multi 2]
Up to 8 Timbres can be separately played or mixed in any
combination under your choice. For example, select a
piano for Timbre 1, a bass for Timbre 2, a drum set for
Timbre 3, and a strings ensemble for both Timbre 4 and 5.
Assign Timbre 4 and 5 to the same MIDI channel. In this
setting, each of Timbres 1 — 3 is routed on a separate-
MIDI channel thus independently controllable, but Timbres
4 and 5 sound together because they are assigned on the
same MIDI channel.

This programming technique actually combines Multi and
Layer modes. Adding Split, Velocity Control or other
techniques will further expand the possibility of this Multi

playing.



(DBuilding a Multi Combination with several Timbres
For example, you can create an entire rhythm section with
Velocity Switch piano (soft to hard) in Timbres 1 — 3, a
Velocity Switch guitar (normal and distortion) in Timbres 4
— 5, a Velocity Switch bass (normal and slap) in Timbres 6

— 7, and a drum set in Timbre 8.

Timbre MIDI Ch Velocity Velocity
Window Top | Window Bottom
1:Soft Plano 2 64 1
2:Normal Piano 2 110 65
3:Hard Piano 2 127 1
4:Normal Gt. 3 87 1
5:Distortion Gt. 3 127 88
6:Normal Bass 4 92 1
7:Chopper Bass 4 127 93
8:Drum Set1 10 127 -1

This combination builds up an ensemble of 4 instruments

allowing fine nuance on each instrument.

Layer is added on to this setting in the example below.

|

Timbre MIDI Ch Velocity Velocity
Window Top | Window Bottom
1:Normal Piano 2 110 1
2:Hard Piano 2 127 111
3:Normal Gt. 3 87 1
4:Normal Bass 4 92 i 1
5.Chopper Bass 4 127 93
6:Strings1 5 127 1
7.Strings2 5 127 1
8:Drum Sett 10 127 1

The examples only illustrate the outlines of this operation.
The actual sounds in this example may not be included in
the O1/WF+01/W.

in this example, string sounds are layered by assigning
both sounds(Timbre 6 & 7) to the same MIDI channel
(Channel 5) with the same Velocity value,

19



@Building a Single sound with several Timbres
This setting uses up several Timbres for making only one
sound, but the more Timbres that are used up, the higher
the quality of the sound will be.

This is especially useful for simulating the unique character
of an acoustic instrument where the tone color changes in
different sound ranges. For example, divide the
01/Wm+01/W'’s keyboard into 8 separate sound ranges and
assign Timbres with different Key Window values to each
of the sound ranges. In other words, each of 8 Timbres is
assigned to 8 consecutive sound ranges.

Stack sound used of Key Window function

Timbre A......Is a Organ sound used a slow frequency of MG.
Timbre B......is a Organ sound used a little slow frequency of MG.
Timbre C......Is a Organ sound used a little fast frequency of MQ.
Timbre D......Is a Organ sound used a fast frequency of MG.
Timbre E......Is a normal Organ sound unused MG.

1 {3 1 13 )
|Tlmbre (o] Nﬂmbre DJ H\bm Ew‘nmbre F Hﬁmbre ﬂ!| Timbre Hl
B4 ce

Top B2 B3 (o}

Bottom C1 C3 C4 C5 C1

In this setting,Organ sounds used a different frequency of MG was stacked
with a normat Organ sound {Timbre E) assigned on all register,
By the way,a rotation of speaker goss fast as a upper register,

20



IV : Using the Effects

To get the best out of the built — in effect system, you need
to fully understand the 3 types of effect placement and to
be able to select the most suitable effect for the current
Combination.

SERIAL

Effect 1 and Effect 2 are serially routed. Inputs A and B
send signals to both Effect 1 and Effect 2 and become
stereo outputs at 1/L and 2/R. Inputs at C and D only go
through Effect 2 and directly out to outputs 3 and 4.

PARALLEL 1

Besides being able to use Effect 1 and Effect 2 as separate
effect processors, this setting is capable of sending signals
from Effect 2 to Outputs 1/L and 2/R as well as sending
Inputs A and B to Outputs 1/L and 2/R and sending Inputs
C and D to Outputs 3 and 4.

PARALLEL 2

In addition to sending parallel outputs as in PARALLEL 1,
this setting is capable of sending signals from Effect 2 to
Effect 1 and making mixed outputs at Qutputs 1/L and 2/R.
For example, a strings sound at Inputs A and B goes
through a Reverb at Effect 1 only, but a guitar sound at
Inputs C and D goes through a Chorus at Effect 2 and then
goes through the Reverb at Effect 1. This operation can be
done in SERIAL placement but the major difference
between SERIAL and this PARALLEL 2 is that this setting
is also capable of separately sending outputs from Effect 2
to Outputs 3 and 4.
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TYPES AND OPERATION OF EFFECTS

(1) Reverb Group
Reverb group effects are used for adding ambience
characteristics onto the sound, thus indispensable to any
synthesizers. Built into the 01/WFf+01/W are a collection of
effects that simulate various room sizes and reverb
systems such as Hall, Room, Stage, Plate and Spring
Reverb.

Lovel / Dry sound
A/—§ Primary reflection sound

/“— Early reflection sound
l“ /— Reverb sound
|| I\ Time
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(DThe most frequently used Reverb effects : Hall, Room

and Wet Plate

If you are not sure about choosing the right effect, use one
of these 3 Reverb effects. Too much reverberation wiil
cover up and ruin your sound. Make sure you set a proper
balance between dry and wet sounds and try to use the
least necessary Reverb time. Refer to the diagram below.

Enhancer Hall Reverb

In the above diagram, Hall Reverb is used after Enhancer.

@Simulating live performance at live stage or concert hall

Allow longer reverb time for simulating larger rooms such
as concert halls. Refer to the diagram below.

P Live Stage

——| Distortion

In the diagram, Distortion is used only for guitar, and Live
Stage is used for all sounds.



[A Key to editing Reverb Group Effects]

Reverb effects work very differently by adjusting Reverb
time and pre — delay parameters, and the way of editing
parameters also differs in each type of Reverb effect. After
adjusting these parameters the next step is to improve the
Reverb sound with the equalizer. When the Reverb sound
at high frequencies stands out, you may adjust the value of
High Damp as well as changing the equalizer setting.

(2) Early Reflection Group
Early Reflection is an effect that allows you to adjust only
the early reflections which are crucial in determining the
realism of the Reverb sounds.

/——— Dry sound
/———— Primary reflection sound

"~ | «—— Only this portion is extracted
—— Early reflection sound

/——— Reverb sound

»

FY

(DUsing Early Reflection for renforcing low frequency range

Early Reflection can be used as a gating effect on drum
sounds. The O01/WM:01/W includes 3 types of Early
Reflections that differ in the responding level to the early
reflection time. Refer to the diagram below.

Hall Beverb

—— Early Ref.

In the above diagram, Early Reflection is used for drum
sound, and Hall Reverb is used for all sounds.
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@Creating a cymbal sound with a reverse effect

Early Reflection Il uses a reverse envelope on the early
reflections. This effect creates an interesting reverse effect
(similar to a tape recorder being played backwards) when
applied to cymbals or other sounds that have strong attack
characteristics. Refer to the diagram below.

Early Ref. —® Flanger

[A Key to editing Early Reflection]

Early Reflection time and Pre — delay parameters are
usually the major points of editing in Early Reflection, but
try to improve the sound by adjusting the Equalizer setting
also.

(3) Delay Group

24

Delay is another popular group of effects and it is almost
as frequently used as Reverb group. A collection of both
stereo and manual delay effects are built into the
01/WmR+01/W.

Lovel Dry sound
Delay sound (feedback means
l the number)
L1
Delay time

Time

(OPanning Delay Sound with Cross Delay

Since the feedback signal of each delay crosses over and
is routed to the other delay, the delay sound repeats,
panning across the stereo field. This creates exciting sound
results when used for playing a solo or any other fast
passages. Refer to the diagram below.

— Cross Delay —M Hall Rew.

in the above diagram, Hall Reverb is used after Cross
Delay to add proper reberveration.



@Using Stereo Delay for Strings sounds

For Strings or other sounds that require spacially spreading
effects, Stereo Delay will not only open up the sound
space but also enrich the tone color. Refer to the diagram
below.

—» Stereo Delay —M Hall Rev.

In the above diagram, Hall Reverb is used after Stereo
Delay to add proper reverberation.

[A Key to editing Delay Group Effects)

Editing delay effects is not a very difficult operation.
However, the Delay Time needs to be sometimes adjusted
when the current delay setting sounds like it conflicts with
the tempo of the tune. Remember, the length of a quarter
note is 1 second when the tempo is set to 60.( J =60)
When the tempo of a tune is set to 120 ( J =120) for
example, selecting the Delay Time at 500mS will produce
each delay sound synchronized to the speed of the quarter
note.

(4) Chorus, Flanger, Phaser Group

Chorus effects provide a warm ensemble sound by mixing
the modulated effect sound with the dry sound. Flanger
effects are achieved by the addition of feedback to the
Chorus effect and are used for adding color and motion to
the sound. Phaser effects use both time delay and phase
shifting to create a more pronounced swirling and swishing
sound than either Chorus or Flanger. All of these effects
are essential to basic sound making on synthesizers,

Dry sound

Level
Effect sound

TN N

Time ~————eee——fip>

An ensemble sffect can be created by mixing
a modulated effect sound into the dry sound.
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(DUsing Chorus effect for guitar
Using a Chorus effect has become a standard practice for
almost all contemporary guitar players. Try a Chorus effect
on the 01/WR+01/W’s internal guitar sound. Refer to the
diagram below.

— Equalizer —® Chorus

In the above diagram, Chorus is used over an equatized
sound.

®@Using Harmonic Chorus for bass

Chorus effects have been frequently used by contemporary
bass players but this Harmonic Chorus is also useful since
it applies the chorus effect only to the high frequency
range. With this Harmonic Chorus, you can affect the high
range sound with a warm Chorus while leaving the heavy
tone of the low frequency range as it is. Refer to the
diagram below.

—>p~ Enhancer——m Harmonic Chorus

In the above diagram, Chorus is used over the sound
thickened by Enhancer.
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®Adding motion to Strings with the Flanger
The Flanger effect provides swirling effect to the Strings
sound. This sounds most effective when playing back —
ground chords for soft tunes. Refer to the diagram below.

—»| Flanger —¥# Hall Rew.

@Phaser is best suited for rhythm cutting on guitar
When Phaser is used for rhythm cutting on guitar, the
rhythm cutting notes on guitar pick up the phase shifted
sound which blends into an extremely funky sound. Refer
to the diagram below.

—™ Equalizer —™| Phaser

In the above diagram, Phaser is used after high range is
emphasized by Equalizer.



(5) Other Effects
(DUsing Tremolo for electric piano

Using Effects in Multi Play

This setting is not as popular as it used to be, but Tremolo
can be used on electric piano to come up with vibraphone
- like sound effects.

(@Making a careful decision to use Enhancer
Enhancer is a very useful effect for bringing drum, piano or
other sounds to the forefront. However, you shouid not
always rely on Enhancer especially for Multi play because
using this effect will automatically limit the possibility of
using other effects. (Remember, up to 8 Timbres can be
used for Multi but only 2 common effects can be used for
the entire system.) For example, other effects can be no
longer available once Enhancer is selected on top of the
Reverb assigned to the entire sound range. When Dis —
tortion and Chorus are both desired for a guitar sound,
improve the original guitar sound in EDIT PROGRAM so
that it does not require Enhancer.

@Trying Rotary Speaker on other instruments
Rotary speaker is usually used for, but not limited to, organ
sounds.

In Multi, up to 8 different programs can be combined as
Timbres. If you have selected enough effects for each of
programs however, you may not be able to enjoy the
advantage of this effect system. The effect unit is, though
a two — channel system, limited to each of the Programs or
Combinations. In other words, you cannot select different
effects to each of the Timbres in Multi.

The best way to avoid the lack of effects in Multi is to
decide on how you wish to assign the effects while you are

in EDIT PROGRAM.

You may wish to create the same programs for Single and
Multi settings and store them in two separate banks.
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@ Effect Setting for Rhythm Section
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Effect selections are made for a rhythm section that
includes bass, drums and guitar. Refer to the diagram
below.

.
Piano l Gt-l —p| Hall Rewv.
—
Bass || Drums Enhancer

The point here is that Enhancer is assigned only to the
bass and drum set in order to increase the presence of the
sound. The rest of this section is programmed with Hali
Reverb but Live Stage Reverb can be also selected to
simulate the excitement of live performances.

®Making a careful decision to use Reverb

Reverb is such an important effect and it is used in almost
all cases of sound making. If one of the two Effect units is
reserved for Reverb to provide an overall reverberation, the
other Effect unit must be rather used for specific sound
making, for example with Chorus or Distortion. However,
one Effect unit is sometimes not enough for complex
programming process. In this case, if a Reverb effect is
needed to just provide an overali reverberation, an external
Reverb unit can be connected to the 01/WF+01/W instead
of using up one of the two built — in Effect units. With an
external Reverb unit, the 01/WF+01/W’s two Effect units
can be used for two specific Timbres. For example,
Enhancer is selected for both acoustic piano and drum set
and Distortion is selected for guitar, and all of these sounds
can go through a Reverb outside the 01/WF+01/W.

Guitar

Distortion

» > Hall Rev.

PT|iDr : Enhancer




V : Creating Sounds

This section describes the actual sound making process on
the 01/WF+01/W by referring to sample procedures and
Program Charts for each of typical instrument sounds. The
following popular sounds are illustrated in the sample
procedures,

*Piano Group
«Organ Group
+*Strings Group
*Brass Group
*Guitar/Bass Group

Most of the above programs are made with a Single
Oscillator and are useful for saving the number of voices
when used in Multi.

Combining two programs

A dual sound can be achieved by creating a program with
Double Oscillators but it can also be achieved by layering
two Single programs into the same Combination.

For example, a Honky — Tonk piano can be created by
layering two Single Oscillator piano programs at a slightly
detuned pitch. Once you have prepared Single Oscillator
programs, you can easily create other sophisticated sounds
by just layering them into the Combination.

Making a dual sound with Programs
0SC1: Piano sound1t ]
0SC2: Piano sound? 0OSC2 Detune

Making a dual sound with Combination

Timbre1l:Piano1 Detune=0

TimbreZ:PianoZ_rDm_
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] ; ) Acoustic Piano
Be Creative with Multisounds

0sC VDF1 VDA1 P.Mod
. ) L OSC MODE |SINGLE  JCutoff 34 Jvelsens | 57 |int 0
Some of the Multisounds are named with specific instrument Assign POLY KBDTr | +12 |KBDTr 0
names such as Piano or Brass but these sounds are not Hold OFF EG Int 62 |EGTimeVS| 0 | VOF Mod
L . OSC1 MS  |000: Velsens | 42 |[EGTimeKIl 0 [int ]
fimited to the use suggested by their names. You should use osCi Lyl 99 lecTime | 5
any programs rather freely whenever the sound inspires you Octave ) Ve'*“fr"s 48
. ip . s . KBD Tr 0
to play in a specific playing situation. {Pitch €G] [Eql [EG]
EG Int 0 AT ()} AT 0
A ) A 87
About Program Charts TP WS or |aal or | 2
The foliowing sample Program Charts include only the basic int [ BP 68 BP 99
. Vel.sens 0 ST 97 ST 64
pararrweters to construct the sound for each program. Ws 1 OFF s o s o
Joystick, aftertouch, effects and other controlling parameters RT 32 AT 0
are up to each player’s artistic concept or performing style, R 2
thus not listed in the Charts. Effect |Placement | Effect1 Effect 2
Serial Enhancer Hall

Since most of the basic parameters are aiready set in the
Chart up to the VDF and VDA, try to adjust the Velocity
under your choice. You may use Enhancer to strengthen
the sound. A Honky — Tonk piano may be also created by
layering the same programs at a slightly detuned pitch in
the Combination mode.
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While an acoustic piano program is programmed, the
sound becomes much more natural by simply editing' the
envelope to a gradually decaying curve. You can further
create a more simulated sound by properly setting the VDF
envelope so that tone becomes softer as the sound
decays. You may also create a hammer sound in OSC2
and blend it with OSC1 in Double Oscillator mode.

Electric Piano

0sC VDF1 VDAT P.Mod
OSC MODE [SINGLE  |Cutoff 80 |Velsens 53 [int 0
Assign POLY KBD Tr 0 {KBDTr [}
Hold OFF EG int 99 |ecTimevs| o [ VDFMod
OSCi MS 001: Vel.sens 0 |EGTimeKT| O fint 0
0SC1 Lvl 99 EG Time 0
Octave 8 Vel.sens +99
KBD Tr e
[Pitch EG] [ES) [EG]
EG int 0 AT +99 AT 2
A 0 A 83
Emp,WS oT 10 DT 2
int 0 BP [} BpP a9
Vel.sens 1] ST 4] ST 73
WS 1 OFF S 0 s 0
RT [} RT 8
R 0
[__E?;ct Flacement | Effect 1 Effect 2
Serial Chorus Hal}

Electric piano tends to have a longer decaying curve than
that of an acoustic piano. To set this curve on the VDF
envelope, set the EG Int around +50 and decrease the
Cutoff value. The key to making a good envelope is to
prepare a longer VDA envelope so that it sounds a little
longer than expected, and then improve the shape of the
VDF envelope.

A spacial chorus - like effect can be created in

Combination by layering the same electric piano programs
at a slightly detuned pitch.

31




Electric Organ

32

0sC VOF1 VDAt P.Mod
OSC MODE |SINGLE _ [Cutoff 80 |Velsens o fint ]
Assign POLY KBD Tr o [kBDTr 0
Hold OFF EG int 0 JEGTimeVS| 0 § VDF Mod
osCiMs  [o12: Velsens | 0 |EG Time 0 [t )
0SC1 Lt 70 [EGTime | ©
Octave 8 Vel.sens 0
KBD Tr 0
[Pitch EG) [EG) [EG)
EG Int 0 AT 0 AT 0
A 0 A 99
Emp,WS oT 0 DT 0
int 0 BP 0 BP 29
Vel.sens 0 ST (i ST 0
WS 1 OFF S 0 s %9
AT 0 RT ¢
R 0
Effect |Placoment | Eflect 1 Effect 2
Serial {Rotary Speaker Hall

This initial organ sound only contains basic sound param —
eters and does not include other editing parameters such
as the EG, MG, aftertouch, or the values for the VDA and
VDF. To obtain a variety of organ sounds, this organ sound
may be layered in Combination, or create another organ
sound with Double Oscillator.

The most suitable effect for organ is, of course, Rotary
Speaker. However, using Rotary Speaker in Multi limits the

possibility of using other effects. Try to use this effect only
for organ sounds in the Program mode.

Strings
0SC VOF1 VOAT P.Mod
OSC MODE |SINGLE _ jCutoff 78 |Velsens | 48 [int 0
Assign POLY KBDTr | +17 [KBD Tr 0
Hold OFF EG int 0 |EGTimevs] 0 | VDF Mod
OSC1 MS 091: Vel.sens 0 |EG Time K'lJ 0 [int 0
0SC1 Lvi 99 |EGTime [ 0
Octave 8 Vel.sens 0
KBD Tr 0
[Pitch EG] [EG} [EG)
EG Int 0 AT 0 AT 30
A 0 A 89
Emp,WS oT 0 DT .0
int [ 8P o BP 99
Vel.sens 0 ST 0 ST 9
ws 1 OFF s 0 s 0
RT 0 RT a2
R 0
[ Effect Facement Effect 1 Effect 2
| Seria! | Chorus Hall

Already selected parameters in the Chart are only the VDA
envelope,the VDF Cutoff and the KBD Track. If this setting
is not enough for realizing your image, create a dual sound
in Double Oscillator mode. While in Double Oscillator
mode, shifting the values for the parameters of frequency
and intencity MG 1 and MG 2 will expand the tone color in
various ways.



After the basic sound is determined, it is also necessary to
select effects with a proper routing. Selecting Chorus and
Reverb in Serial placement is one of many ways to add
natural reverberation with spacious expansion.

Making a Strings sound itself is rather simple operation but
many other functions will be needed in actual perform —

ances such as a Velocity controlled envelope length.

Brass Ensemble

0SC VOF1 VDA [ Pdod
OSCMODE |SINGLE _ [Cutoff 62 |Velsens | 48 |MG1 A |
Assign POLY KBD Tr 0 IKBDTr 0 |[Freq 42
Hold OFF EG int 983 [EGTimeVS| 0 [int 12
OSC1 MS  |086: Vel.sens 0 [EGTimeKT| 0 DL 15
OSCt Lvl 99 EG Time 0
Octave 8 Vel.sens 0 VDF Mod
KBD Tr 0 Int 0
[Pitch EG) [Ea] [EG}
EG Int 0 AT 8 AT 3
A 99 A 99
Emp,WS DT 17 DT 38
Int 0 - BP 62 BP 87
Vel.sens 0 ST 162 ST 97
WS 1 OFF S 0 s 78
RT 15 RT 17
R 21
Effect  |Placement | Effect { Effect 2
Serial | Early Ref. Hall

The Brass instruments’ unique characteristics at initial
attack involves the delicate sound change. This is
simulated by the VDF envelope in the above Chart since
the Brass sound depends on this initial attack. When trying
various settings for the VDF parameter, you may change
the Cutoff and EG settings without changing the EG Int
setting. Changing the EG Int values results in éltering the
range of sound change at initial attack.

To obtain an ensemble impact to the sound, two of this
Brass sound may be used programmed in Double
Oscillator mode. This sound is often layered with Strings in
actual performances.
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Electric Guitar
0SsC VDF{ VDA1 P.Mod
OSC MODE |SINGLE Cutoff 75 {Vel.sens 48 {int
Assign POLY KBD Tr 0 |[KBDTr 0
Hold OFF EG int 99 |EGTimeVS| 0 | VDFMod
OSCt MS  [032: Vel.sens 0 [EG Time K‘A 0 [int
OSC1 Lvi 99 EG Time [}
Octave 8' Vel.sens 0
KBD Tr 0
{Pitch EG] [EG] [EG]
EG Int 0 AT +99 AT 1]
A 1] A 09
Emp,WS DT 40 DT 28
int 0 BP 0 BP 87
Vel.sens 0 ST 0 ST 73
WS 1 OFF S 0 s 0
RT 0 AT 12
R 0
Etfect Pl Effect 1 Etffect 2
Serial Distortion Hall
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The above Chart indicates a typical parameter setting for a
guitar sound. This contains shorter decaying envelopes
than that of the electric piano and its tone color can be

controlled by the VDF.

Since the guitar sound is characterized by its initial attack,
this can be simulated by setting a faster decay time or
adding a picking noise in Double mode. To create a
picking noise, choose the closest sound from the Multi
sound list and edit it with a short envelope.

Also a twelve — string guitar sound can be achieved by
adding an octave raised sound in Double Oscillator mode.
Try various effects such as Chorus and Distortion since the
image of the original sound can be easily improved or
changed by effects.



Electric Bass

0SC VDF1 “VDA1 P.Mod
OSC MODE [SINGLE __ [Cutoft 75 |Velsens | 48 |im
Assign POLY KBD Tr o {keDTr 0
Hold OFF EG int 29 |EGTimevs| o | VDFmod
OSC1 MS 032: [Vel.sens 0 |EGTimeKY 0 {int
OSC1 Lvi 89 EG Time 0
Octave 16" Vel.sens 0
KBD Tr 0
[Pitch EG] [EG] el
EG Int 0 AT Jeoel aT 0
A 0 A 09
Emp,WS DT 40 DT 28
Int 0 BP 0 BP 87
Vel.sens 0 ST 0 ST 73
ws 1 OFF s o s o
AT 0 RT 12
R 0
Effect Piacement | Effect 1 Effect 2
| “Serial [ Enhancer Hall

This Program Chart includes identical parameter settings
to that of electric guitar. However, too much editing of the
VDF will loose the presence of the bass sound in ensemble
situations. Try to stick to Single Oscillator mode and make
as simple a sound as possible because layering bass
sounds will do nothing but evasing the presence of the
sound unless a chorus effect is desired.

For example, you may use Enhancer to give greater
definition to the sound. You may also create a bass drum
sound with a short envelope and biend it with the attack
part of the bass in Double Oscillator mode.
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VI : Recording with a Sequencer

The 01/WF0*01/W is built in with a 16 — track sequencer to
allow complete self — production of your original songs with
multi — timbral instrumentation. This section desctibes
some of the easy and effective ways to enjoy sequencer
recording. Before starting a recording, you should decide
on the following important points.

@®Choosing a Recording Mode
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In the 01/WF+01/W one of the following three modes can
be selected for making each track of a song.

+Real Time Recording

This mode is good for preserving musical feel or for those
who are used to playing the keyboard.
+Step Recording

Since data for each note can be specified mostly by
numeric value, this is useful for recording phrases that are
difficult to play by hand.
+Pattern Method

Each track of a song can be made by combining several
patterns that are separately recorded. This is especially
useful for repeating patterns such as a drum part.

Select the best recording method for the nature of each
part.

@®Determining a Quantizing Resolution

The quantizing function automatically corrects the timing of
all notes played in Real Time recording to a selected beat
length. When the resolution is set to Hi, all notes will be
recorded at the selected basic resolution for each song (a
quarter — note = 96 or 48).

1 2 3 4

palyed in J . J J: , J

VA

quantized to | ) J
J resolution | t




®Selecting Programs for each Track
The 01/WF+01/W can provide a maximum of 16 programs
by assigning a separate program to each of 16 tracks
(within the maximum number of voices, 32). Be sure to
make an advance plan for track structure.

@Selecting Panpot and Volume for each Track
This is important for mixing- each track. While you are
selecting panpot and volume, you may want to plan for
effect settings also.

The points discussed above will provide easy and effective
recording with the least time and effort. Now you can make
any kind of songs up to your creativity because you now
know all the basics of the sequencer’s operation.

Recording a Rhythm and Melody

On the next few pages are guide procedures for recording
a song with keyboard, guitar, bass and drum tracks. A
sample song chart is illustrated as below.

¥ Make sure you number each of drum patterns (P00~P02) ,
beforehand.

Sample Song

AmTonG

Am n DYonFs F / ET
¥, .
! - xy 1 o
¥ S F——
= 5 =t
@** ¥ =
¥
P e
T = 3
+ 0 L '
A WichDistottion
H—
= e : =
G = - 1r = >
-1 -
o p— p—
Bass T e = iR R
- maesas O et
for—r a4 7
Mmionon! onon o
Drum 7 e

AR AR IR AR
b— ractornoo~—' — pycrernar —d L rarternoo —!  L— patteznoz —4
®Selecting Song Tracks and Programs
Page “0” is used for selection of programs to Tracks 1 —
16. Quantize works after recording each track. For the
sample song keyboard, guitar, bass and drums are
recorded for Tracks 1 — 4, respectively. Select programs

by shifting the cursor to each track on the screen.
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xBefore recording, call up the Song parameter on page “0”
and select a song to be recorded. If data already exists in
the selected song, call up the Erase Song parameter on
page “5" to erase the data.

SONG1 PS:EDIT SONG

Ster Recording
Create CTRL Data
Event, Ed

Erase Track

SONG1 [ERASE]

Bounce Track

@Checking Programs o>1 Each Track
When the program for each track is selected, check the
sound on each track by playing the keys.
SONG1 New Song PTrack
AB1 R14 Alé A998 ROG AGB QB0 QB8
ABG APG ABP ABD APG AGE ABB (DO

SNGI NBB 4,4 QUWR
=128: QiHI M:iOFF Edit:PRG

®Recording a Drum Part with Patterns
Since the drums part in the sample song consists of 3
patterns, create patterns 1 — 3 by the Pattern method and
combine them. To create each pattern, use Pattern Real
Time Recording and Pattern Step Recording on page 7.
The figure below illustrates making POO0 — P02 by Real
Time Recording.
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MPattern Numbetr

Erase Pattern
ep Get. From Track

Event Edlt Bounce Pattern

Pattern Parameter Copy Pattern

4=120 M-- Hi MM: OFF
Arrange the created patterns on Track 4 by using Put/Copy
Pattern.

SONG1 P&IEDIT MERS
Quantize
Shift Note
Modify Uelocity neert Measyre
Delete Measure MUt Copa Pattern

Patbn == Mag1 [PUTIELCPY]

(®HRecording a Bass Part by Real Time Recording

Check the following parameters before recording

SONG1 P7:PATTERN

¥oest Track

Erase Measure
Cory Measure

+Setting a Lead —in measure
Call up the Metronome L.in parameter on page 9 and set
the number of lead — in measures to either 1 or 2.

-Setting a Quantize Resolution
Set a resolution at Q: on page 0.

When the above parameters are set properly with Track 3
selected, go back to page 0 and start recording. Select
Overwrite for the recording mode.



SONG1 New Song PREC Mode

AA1 Al4 Alé _nss ABG RABGB ABB RBG
AOB QBB ABG ABB ABB RBG QBB ARG
SNG1 TrB3 MeBS 4.4

4=120:MAN Q:HI M:iON %:PRE

Press the START/STOP key after pressing the
REC/WRITE key. Recording starts after the selected
number of lead — in measures. Pressing the START/STOP
key again stops the recording.

SONGL Mew Song P 99% Free

ABl Al4 Ri6 A9 AP AGE RGO QAEY

ey s T w {CTH Y e — enssnees s sesm——

ABB HBY RABE AB8 ABGB ABE QBB RGO

E%TPBS Mopz 4.4 QUUR
SMAM @:HI M:ON Edit:PRG

A recorded song can be played back immediately by
pressing the START/STOP key.

SONG1 New Song ¥ 99% Free

RBl Ald4 Al6 A9 ABE REEB AB8 RAO8
—— — W IR

RGG QBB AED ADD ABE AB8 ABB RBY

S Tra3 Maa3 4,4 QUWR
tMAH B:HI M:ON Edit:PRG

Next, record the keyboard and melody parts by Real Time
Recording.

®Setting Monitor Tracks ON, OFF

While recording is continued, any of the song data can be
monitored whenever necessary by setting PLAY/MUTE on
page 0.

SONG1 New Song PA14:E Guitar &
AP _Ai4 A& A98 FAOB ROD ABD RAO6
PLm' FLAY NN GH=Ta

ABG FBB A8 ADB RAGB AB6 ABE QA6

SHGL Tr82 MB@l 4.4 QUUR
J=1281MAN B:HI M:ON Edit:PRG

(®Correcting track data by Auto Punch IN,/OUT

If the 3rd through the 4th measure of the keyboard track
needs to be corrected for example, Auto Punch IN/OUT
can be used to re — record only the specified measures in
stead of recording from the beginning again. This can be
done by selecting Auto Punch IN for the recording mode.

Set the recording mode as AUTP first and select Track 1,
then set both the punch in measure and the punch — out
measure.

SONG1 New Sons PPunch Out Bar
AB1 Ai4 A1E Q92 NGO ABB ABG REeA
B8 A ARG (RGBY (BB ABB AGB (A6

A
SNG1 Tr8l MBI 4,4 RAUTP:oB3=[ERE]
J=120:MAN Q@:HI M:ON EditiPRG
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Select the number of measure(s) between the starting
measure for play — back and the punch — in measure by
setting the Location Measure.
SONG1 New Sons PMeasure
APl Al4 A6 ASS AGG AOGB ROB RABY
TR B

TR TN GNP (GIIET e e
e noo Hoo AR AB@ ABG  AEO

Trel IE@ 4,4 AUTP:BB3=» B84
e:ﬁnu : M:ON Edit:PRG

ABd
SHG1
4=12

Start recording and play along with the monitoring tracks,
then only the specified measure will be re — recorded.

A sample MIDI system around 01WFD+01/W

The 01/WF+01/W is built in with a complete MIDI system
architecture. However, this can be further expanded to
more sophisticated MIDI system by adding external MIDI
sound sources such as the Wavestation and the S3.

MIDI THRU i MIDf IN MIDI IN t MiDI OUT
(—] e
1]
NAVE STATION s3
MID! OUT
—
e
D1WFD _01/W
YVVY \Ai ion m;
KMX-122 A2 J




(®Making full use of each instrument’s features

One of the main features of the Wavestation is the
advanced vector synthesis that allows you to select up to 4
of the many waveforms + 32 wave sequences and mix
them in any desired manner with the vector joystick. The
Wavestation is also the first synthesizer to make the wave
sequencing possible. Since the Wavestation is also 32
voices polyphonic, combining this with the 01/WR+01/W will
allow the maximum of 64 voices.

Wave Sequence

Vo

<+ <4 bi’i—b

Chaining
the waveforms

L %L J‘
The S3 is a complete rhythm workstation where all
operations pertinent to rhythm parts are done in one unit.

Therefore, in a MIDI system with the S3, you can let the S3
control all drum and percussion parts while you play other
sound oriented parts on the 01/WF+01/W and the Wave —
station.

. —
L f

@Use of sequencer

Since the O1/WR«01/W is equipped with 16 track
sequencer while the Wavestation is without a sequencer, it
is a good idea to control the sequencer operation on the
01/WR+01/W. (The S3 also contains an 8 track sequencer,
but all data controlling operation should be integrated into a
single unit such as, in this case, the 01W-01WFD. ) Refer
to the table below for sample assignment of track. In this
example, track 1 through 9 and 11 through 16 are assigned
so that up to 4 voices can become available for use in each
track. Some tracks that use monophonic instruments
(such as bass) can increase the number of other tracks’
voices to, in this case, over 4 voices.

141
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1 01/WFD +01/W(PIANO)
2 O1/WFD- 01/W(BASS)

3 01/WFD-01/W(GUITAR)

4  01WFD-01/W(FLUTE)

5  01/WFD-01/W(OBOE)

6  O1/WFD *01/W(CLARINET)

7 01/WFD -01/W[VLN)

8  01/WFD-01/WIVCL)

9  WAVESTATION(BRASS)

10 S3(Rythm)

11 WAVESTATION(SAX)

12 WAVESTATION(SYN-CHORD)
13 WAVESTATION(SYN-LEAD)
14  WAVESTATION(SEQ1)

15 WAVESTATION(SEQ2)

16 WAVESTATION(SE)

®Wave sequence the Wavestation

Wavestation's wave sequence can be synchronized with
the MIDI clock. This will casily allow making of rhythm
combinations with the S3.

@ Setting of effects

Since each of the 01/WR-01/W, the Wavestation and the
S3 is equipped with two — channel digital effect processors,
you can now use 6 effect processors allgether. In this
example, the O01/WF+01/W and the Wavestation are
connected with an -external reverb effect while the S3 uses
its built — in effects for itself. In this setting up to 4
separate effects can be assigned to each timbre on the
01/WF+01/W and the Wavestation. For example, after
assigning Distortion to guitar, Enhancer to piano, Stereo
Chorus to strings and stereo Delay to the Wave sequence
part, you can use a reverb of the external effect to the rest
of the parts. It is always smart to use an external effect for
improving overall sound and save the built — in effects for
coloring the individual sounds.
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IMPORTANT SAFETY INSTRUCTIONS

WARNING — When using electric products, basic precautions should always be followed, including the following.

Read all the instructions before using the product.

Do not use this product near water — for example,
near a bathtub, washbowl, kitchen sink, in a wet
basement, or near a swimming pool, or the like.

This product should be used only with a cart or stand
that is recommended by the manufacturer.

This product, either alone or in combination with an
amplifier and headphones or speakers, may be
capable of producing sound levels that could cause
permanent hearing loss. Do not operate for a long
period of time at high volume level or at a level that
is uncomfortable. If you experience any hearing loss
or ringing in the ears, you should consult an audiolo-
gist.

The product should be located so that its location or
position does not interfere with its proper ventilation.

The product should be located away from heat
sources such as radiators, heat registers, or other
products that produce heat.

The product should be connected to a power supply
only of the type described in the operating instruc-
tions or as marked on the product.

8.

The power-supply cord of the product should be
unplugged from the outlet when left unused foralong
period of time.

Care should be taken so that objects do not fall and
liquids are not spilled onto the enclosure through
openings.

10. The product should be serviced by qualified service

11

personnel when:

A. The power-supply cord or the plug has been
damaged; or

B. Objects have fallen, or liquid has been spilled into
the product; or

C. The product has been exposed to rain; or

D. The product does not appear to operaté normally
or exhibits a marked change in performance; or

E. The product has been dropped, or the enclosure
damaged.

.Do not attempt to service the product beyond that

described in the user-maintenance instructions. All
other servicing should be referred to qualified service
personnel.

SAVE THESE INSTRUCTIONS

RISK OF ELECTRIC SHOCK.

00 NOT OPEN

CAUTION: TO REDUCE THE RISK OF
ELECTRIC SHOCK DO NOT REMOVE
COVER (OR BACK). NO USER-SERVICEABLE
PARTS INSIDE. REFER SERVICING TO
QUALIFIED SERVICE PERSONNEL




The lightning flash with arrowhead symbol, within an equilateral triangle, is intended to alert the user
to the presence of uninsulated “dangerous voltage” within the product's enclosure that may be of
sufficient magnitude to constitute a risk of electric shock to persons.

The exclamation point within an equilateral triangle is intended to alert the user to the presence of
important operating and maintenance (servicing) instructions in the literature accompanying the
product.

GROUNDING INSTRUCTIONS _

This product must be grounded. If it should malfunction or breakdown, grounding provides a path of
least resistance for electric current to reduce the risk of electric shock. This product is equipped with
a cord having an equipment-grounding conductor and a grounding plug. The plug must be plugged
into an appropriate outlet that is properly installed and grounded in accordance with all local codes and
ordinances.

DANGER — Improper connection of the equipment-grounding conductor can result in a risk of electric
shock. Check with a qualified electrician or serviceman if you are in doubt as to whether the product
is properly grounded. Do not modify the plug provided with the product — if it will not fit the outlet, have
a proper outlet installed by a qualified electrician

THE FCC REGULATION WARNING

This equipment generates and uses radio frequency energy and if not installed and used

properly, that is,in strict accordance with the manufacturer's instructions, may cause interfer-

ences toradio andtelevision reception. It has been type tested and found to comply with the limits

for a class B computing device in accordance with the specifications in Subpart J of Part 15 of

FCC Rules, which are designed to provide reasonable protection against such interference in a

residential installation. However, there is no guarantee that interference will not occur in a

particular installation. If this equipment does cause interference to radio or television reception,

which can be determined by turning the equipment off and on, the user is encouraged to try to

correct the interference by one or more of the following measures:

* Reorient the receiving antenna.

* Relocate the equipment with respect to the receiver.

+ Move the equipment away from the receiver.

* Plug the equipment into a different outlet so that equipment and receiver are on different
branch circuits.

If necessary, the user should consult the dealer or an experienced radio/television technician for

additional suggestions. The user may find the following booklet prepared by the Federal

Communications Commission helpful: “How to Identify and Resolve Radio-TV Interference

Problems”. This booklet is available from the US Government Printing Office, Washington,

D.C.20402, stock No. 004-000-00345-4.

CANADA

THIS DIGITAL APPARATUS DOES NOT EXCEED THE “CLASS B” LIMITS FOR RADIO
NOISE EMISSIONS FROM DIGITAL APPARATUS SET OUT IN THE RADIO INTERFER-
ENCE REGULATION OF THE CANADIAN DEPARTMENT OF COMMUNICATIONS.

LE PRESENT APPAREIL NUMERIQUE N'EMET PAS DE BRUITS RADIOELECTRIQUES
DEPASSANT LES LIMITES APPLICABLES AUX APPAREILS NUMERIQUES DE LA
“CLASSE B" PRESCRITES DANS LE REGLEMENT SUR LE BROUILLAGE
RADIOELECTRIQUE EDICTE PAR LE MINISTERE DES COMMUNICATIONS DU
CANADA.




Thank you for purchasing the Korg 01/WFD*01/W Music Workstation. To
ensure long, trouble-free operation, please read this manual carefully.

Precautions

W Location
Using the unit in the following location can result in
malfunction.
«In direct sunlight
sLocations of extreme temperature or humidity
sExcessively dusty or dirty locations
Locations of excessive vibration

H Power supply
Please connect the AC power cable to an AC outlet of the
correct voltage. Do not connect it to an AC outlet of voltage
other than for which your unit is intended.

Ml Interference with other electrical devices
This unit contains amicrocomputer. Radios and televisions
placed nearby may experience reception interference. Op-
erate this unit at a suitable distance from radios and televi-
sions.

How to use this manual

@First, read the “Basic operation” section while actually
operating the 01/WFD*01/W.
- This will help you to understand the basics of operating the
01/WED«01/W. Follow the directions to learn the function
of each key and display.

B Handling
To avoid breakage, do not apply excessive force to the
switches or controls.

H Care
If the exterior becomes dirty, wipe it with a clean, dry cloth.
Do not use liquid cleaners such as benzene or thinner, or
cleaning compounds or flammable polishes.

M Keep this manual
After reading this manual, please keep it for later reference.

@ Next, glance through the “Reference” section.
- This will give you an idea of the possibilities of the 01/
WED+01/W, and points to remember.

@ When necessary, refer to the explanations for each function
you need to use.

' This manual covers both the 01/WFD and the 01/W(no FD). These models differ in the following points.

o

01/WEFD o1/wW
Floppy disk drive 3.5 inch 2DD built in None
Disk mode switch Yes None

INT <> CARD switch

Memory backup

The bank selected changes with each
press of the BANK key (A—=B—~>C—~D
— A...). Banks A and B refer to internal
memory, while C and D refer to a card.

Switchbetween INT <> CARD each time
you press INT/CARD key

Sequencer data (settings and musical data
of each song, and all patterns) is not
backed up

All data is backed up

Number of sequencer steps

48,000 steps

7,000 steps




Features of the 01/WFD*01/W

1. All-digital AI square synthesis system
From the tone generator (a capacity of 48 Mbits) through the
filters and effect units, all audio is handled in digital form,
ensuring high-quality sound with no signal loss.

2. A wide variety of Multisounds (waveforms)
The 01/WFD*01/W contains 255 preset Multisounds
(multi-sampled PCM waveforms), providing a wide variety
of ingredients for flexible sound creation. Additional
Multisounds can be supplied by inserting optional PCM
cards, allowing you to create sounds that were not possible
for previous synthesizers.

3. Combinations allow flexible performance possibilities
with 100 combinations available in each bank, the two
banks provide a total of 200 combinations which can be
used to combine sounds for performance. The 01/WFD*01/
W will function as an 8-timbre multi-timbral tone genera-
tor, making it an ideal addition to any sequencing system.

4.Editable Drum Kits assist in song creation
The 01/WFD*01/W provides 111 types of drum sounds, and
settings and tuning for each drum sound can be stored in two
Drum Kits per bank.

The backup battery

The 01/WFD01/W contains abattery that preserves its memory
settings when the power is turned off. When the display

MEMORY CARD RAM

@ The RAM card (SRC-512) rquires battery power in order to
preserve data in memory. The included lithium battery
(type CR2016) should be put in place before use.

®Installing the battery
Turn the card over to the side without the terminal. You will
find a slot in the battery holder.

Install the lithium battery in the holder with the “+” side up.

@ Write Protect Switch
No data can be written on the card when this switch is set to
“ON”. To preserve data, set this switch to ON, except when
writing new data.

5. Multi-track sequencer with flexible functionality
The built-in sequencer allows you to record 16-track data
using realtime or step recording, and you can edit individual
data events. By using Patterns for frequently-appearing
motifs, you can save memory and speed up the process of
song creation.

6. Multi Digital Effect processor for creative sounds
The 01/WFD*01/W contains a Multi Digital Effect proc-
essor that provides up to 4 simultaneous effects, and can
also be used as two completely independent stereo effect
systems. Not only delay and reverb, but also equalizer,
distortion, rotary speaker, and many other types of effects
are provided.

7. Edit even while playing
Not only sounds, but even Combination parameters and
Sequencer settings can be easily edited while you play.

8. Wave shaping, for producing a more profound sound.
A new radical wave shaping allows you to create sounds
more complex and richer in nuance than the original.

9. Compatibility through use of Standard MIDI Files
It is possible to use Standard MIDI Files saved to floppy
disk, providing compatibility with other devices and ena-
bling the use of sequence data from many different sources.

indicates “Battery Low”, please contact your dealer or a
nearby Korg service center to have the battery replaced.

P

®Replacing Lithium Battery
Power from the lithium battery is used to protect data held
in memory. The battery should be replaced once a year.
However, battery life is shortened if kept at temperatures
exceeding 40 degrees centigrade. (104 Fahrenheit)
Always use a CR2016 type lithium battery.
When replacing the battery, leave the card in the unit with
unit power ON. This will preserve the contents of the
memory. If the card is removed before battery replacement,
memory contents will be lost.

* The names of the Programs, Combinations, Multisounds, etc. appearing in the displays given as examples in this manual do

not necessarily correspond to any internal data.
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FRONT PANEL

FRONT PANEL

(For the explanation of each key and slider, refer to page 11.)

() MASTER VOLUME slider
(@ Mode select keys
COMBI = Combination mode

EDIT COMBI = Edit Combination mode

PROG = Program mode

EDIT PROG = Edit Program mode

SEQ = Sequencer mode

GLOBAL = Global mode

DISK = Disk mode (01/WFD only)
® 01/WrD: BANK key

01/W: INT/CARD key, BANK key

e

@ VALUE slider

® A/ Y keys

® Cursor UP/DOWN keys
@ Display

Cursor keys ([Al—H))
(® PAGE+/- keys
NUMBER keys (0 — 9)
@ 10°S HOLD (-) key

@ COMPARE key

@ REC key
START/STOP key

@ RESET key




. REAR PANEL

REAR PANEL

(® PCM DATA slot
A card containing PCM (Multisound) data can be inserted
here. Cards containing voice and sequence data should be
inserted into the PROG/SEQ DATA slot, notinto this slot.

@ PROG/SEQ DATA slot
A card containing (or into which you will store) voice or
sequence data can be inserted into this slot. PCM
(Multisound) data cards should be inserted into the PCM
DATA slot, not into this slot.

(® MIDI THRU jack
® MIDI OUT jack
® MIDI IN jack

® DAMPER jack
A footswitch can be connected here and used as a damper
pedal.
@ ASS.PEDAL/SW jacks (1, 2)
Pedals or footswitches can be connected to these jacks.
They will function as assigned in Global mode.
OUTPUT jacks (1/L, 2/R, 3, 4)
These are the audio outputs of the 01/WFD-01/W. The
output to each jack is determined by various parameters.

@ PHONES jack
A pair of headphones can be connected to this jack to
monitor the sound of the OUTPUT 1/L and 2/R jacks.

@[
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POWER SWITCH
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BASIC OPERATION

CONNECTIONS

(1) First,make sure thatthe 01/WFD+«01/W power switch (rear (3) Turn the 01/WFD+01/W power On.

panel) is turned Off.

Also make sure that the power of all connected equipment (4) Turn the power of all connected equipment On, and
(amps, mixers, etc.) is turned Off. Setthe volume controls gradually raise the volume controls of the 01/WFD«01/W
of all equipment to their lowest position. and your mixer/amp system to an appropriate level.

(2) Insert the included power cable into the rear panel power e The range of the 01/WFD«01/W keyboard is C2 — C7
connector, and connect the other end to an AC outlet. without using the Key Transpose function. (By using key
transpose, you can cover any 5 octaves in the range of C-1

—C8.)

To amp

0 00
836660 0000
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e
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Other sources

MIDI IN
MIDI OUT

&=D

L]
@ The 01/WFD+«01/W will respond to Note messages trans-
mitted from MIDIIN forall notes C-1—G9 (notes numbers
0 —127). (For some Programs, the high range may not
sound.)
Key name Cl11CO|Cl C2|C3[C4]C5(C6|CT7T|C8]|C9]|GI

MIDI Note Number| O | 12 (24 {36 [ 48 | 60| 72 | 84 | 96 | 108 | 120 | 127

®

o Note:

The 01/WFD+01W does not h'ave a contrast knob. When the unit is shipped, the LCD contrast is set at an
appropriate level, but depending on the temperature, etc., this may need to be re-adjusted for best visibility. If
necessary, press the GLOBAL key to enter Global mode, and adjust the display contrast (for the first parameters
on the first page).




HOW THE 01/WFDe01/W IS ORGANIZED

HOW THE 01/WFD*01/W IS ORGANIZED

4-channel digital audio signals 4-channel digital
(internal connections) audio output
Synthesizer section —A Effect sction — UL
—B > —2/R*>
—(C ———> —3—
maximum 8 timbres, 32 voices D 47 2 stereo effect systems 4 —>

[

16 channels of musical data

Sequencer section

16 tracks




BASIC OPERATION

PROGRAM COMBINATION
I o

« A Program is defined as a simple synthesized sound.
» Programs can be selected from A0O-B99 (internal memory)
or C00-D99 (card).

Single Program

. 0UTPU®T
A

ShE P |<ANSCE f

i @
Double Program

. OUTPUT
7N —
KOHWS P @é—-jl' QE 3
KOHWS] ) =T §
Programs using a
Drum Kit . ouTPUT

OIS EHAL | P |[<PARSEE &

« One of the two Drum Kits from the bank used for the Program is selected.
+ Itis preferable to use the Drum Kit panpots which have been selected for each
Instrument setting in the Drum Kit (Globa! mode P1, P2).

Settings made thus far are done in the Edit Program mode.

+ The Oscillator permits the selection of 00-254 Multisounds.
E + Multisounds can also be selected from a PCM Card.

¢ + Refertothe page on the Edit Program mode for more details. A single

sound can be processed by various means to create a Muitisound.
+ WS (Wave Shaping) is used to change the shape of a waveform.
+ VDF (Variable Digital Filter) is used to control the tone.
+» VDA (Variable Digital Amplifier) is used to control the volume.

+ The processes are carried out in the Edit Program mode.

-- @ Drum Kit Instrument Connections ======ve==-

The drum sound sources are assigned at different pogitions on
the keyboard.

= Theinstrument connections, including the panpots, are edited
in Global mode (P1, P2).

@. ®

EX. @®BASS DRUM1
@ SNARE 2
@MID TOM
@ OPEN HI HAT
(® CRASH CYMBAL 2
®BASS DRUM 2
@SNARE t
@®LoTOM
OH TOM
® CLOSED HI HAT

b t) : -\.— 'E' !l' @ CRASH CYMBAL 1

rescscscuscs s enar s s e

- - Multisound (Source Waveform) eeaeccacacuunen

+ A Combination is a number of Programs which have been
combined. The Programs are entered one at a time via the
Timbres (8 of which are provided).

+ Effects make use of the settings made for the Combinations;
settings made for Programs are ignored.

« Combinations can be selected from AO0-B99 (internal memory)
or C00-D99 (card).

= During operation in the Combination mode, the Combination is
changed when MIDI channel Program changes (made in the
Global mode) are received.

» Because the panpots are set for each Timbre, settings made in
the Program can also be used.

- Sample:A Combination Using Two Programs

For a Single OSC Program
P — <PANS OuTPUT
= 2
Pim—&= s& 18
A
......... —-......c......Foa Double OSC Program

— -~
5L > Layer
«—[P}—><+——{P}—» | Spit

Split Layer

«—P}—»

- Sample:A Combination Using Multiple Programs
QUTPUT

P A ®
: BE @
P C @

- D @

In this example, ALL and PROG
were not specified inthe panpots
for all of the Timbres.

Multiple Programs

mecvccwcaancosnnnnenswncnnd

Senings made thus far are done in the Edit Combination mode.




BASIC OPERATION

SEQUENCER

,——OUTPUT—,
3 2/R 1/L

+ A Program is assigned to each Track. —__  Song Configuration ooreur
N =
+ Panpots are set for each Track. 1 = gp ,k X ®
+ Effects are set for each song. — 3___._EE1_ = = 8 E @
* 16 Tracks can be used for each song. —g—Ial= P = 5 g
. . - -—-——hE—
* Rhythm Tracks are created from a combination of pat- _5 = —<F
terns. Between 00-99 patterns are made in advance, and —O- Nllr=w! p==
are then included in the track. = ) [PI¥ H
* Also, a MIDI channel is set for each Track, permitting 9—_‘—‘E\_E p
control of external sound sources. -1 14__._IEI_ p==
- A.__.A_EL
B by A =
I T P
-1 —— ] =
16w b [PIAANSE
MIDI-ch
@ PANPOTS
A A:B B C C+D D ALL
( to effects) [ to effects) [ to effects) [ to effects) to effects) to effects) to effects)
mmAmmp | |—A—> A A A - nm)
B —B ) | | B B B B s
C / C C maCond | (==Cup C
\ D AL D J L D JpD ) D 'JL_D‘J J
The volume balance can be Arhe same volume is The same volume is as-
adjustedbetween 1:9—9:1, assignedto C and D. signed to A, B, C, and D.
QUTPUT
e 2
¢ ® EFFECTS  Apageis provided in each mode to set Effect 1 (E1) and Effect 2 (E2).
SERIAL PARALLEL PARALLEL2
( Y (
A rFFEc?" 1L A EFFEC — 1/a A TFFEC?’ 1/D
BE‘ : L2/R||B-L2 2R||B— + L.2/R
C— >3 c ’EFFECT pand] 3 c FRECT D 3
D-— -4 D2 I-;——A D-L2 4
" I \C J\C _J




PLAYING A COMBINATION (A COMBINATION OF SEVERAL SOUNDS)

PLAYING A COMBINATION
(A COMBINATION OF SEVERAL SOUNDS)

There are 200 combinations in the internal memory (Bank

A:00-99, Bank B:00-99) and 200 more are auailable in the

PROG/SEQ card (Bank C:00-99, Bank D:00-99).

(1) Press the COMBI mode select key (Combination mode).

(2) Use the BANK key, (INT/CARD key and BANK key for
the 01/W), number keys, and V/ / AA keys to select the
Combination (A00-B99, C00-D99) you wish to play.

(3) Play the keyboard and you will hear the Combination you
selected in step (2).

About the display

When you select Combination mode, the display will be as
follows. The volume for each timbre (Timbres 1-8 from the
left) set by the slider is shown on the display.

Program being used ——pae BB

0 T
ﬂ;oc (l;:’moal ) : ()] : 0] : (D= mecwame
"‘lﬁgj_ﬂ):'mm(ll L ‘ () : () : (lie___( smarmstor
D:ANK — d iI;E’"m/G])o AAAAAA COMPARE!HD { Reser
Mode Select Keys Keypad

Sample

Internal (A, B) or Card (C, D)

Combination number

‘ Combination name

SEQ

»AOO Organ

TIE[TIF

-
—F

L

=

AB2_ PEB3 P180 P127 OFF OFF
Level ——U127 UBS1 U117 U882 UlB4 UBS9 UsBB UBe4
A B C D E F G H

Each display corresponds to the cursor key below it.

For example, you can press cursor key [D], and then use the
VALUE slider to change the volume of Timbre 4 (volume
number “82” in the example).
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PLAYING A PROGRAM (A SINGLE SOUND)

PLAYING A PROGRAM (A SINGLE SOUND)

There are 200 programs in the internal memory (Bank A:00—
99, Bank B:00— 99) and 200 more are auailable in the PROG/
SEQ card (Bank C:00 — 99, Bank D:00 — 99).

(1) Press the PROG mode select key (Program mode).

(2) Use the BANK key (INT/CARD key and BANK key for
the 01/W), number keys, and A/V keys to select the Pro-
gram (AO0 — B99, C00 — D99) you wish to play.

(3) Play the keyboard and you will hear the Program you
selected in step (2).

About the display

Example

»A00 JR-T

SEIEIEICIEIEAE:

Oct WSH Fc FcEG UDA_ Atk Re FX
0+80 W+08 F+08 1+88 L+00 A+88 R+08 E+00

A B C D E F G H

L | | | l l l |

When you select PROGRAM mode, the display will be as
shown in the example. Here ydu can press a cursor key
— to display the corresponding parameter name and
value, and then use the VALUE slider to adjust the value of the
parameter displayed above that key. In this way, you can
casily edit a sound without entering Edit Program mode. This
is especially convenient during a live performance.
* The various parameters affect the sound as follows. (For a
more detailed explanation, refer to “Program mode”.)
O = Octave
This adjusts the octave settings up and down. (-3 —
+3)
W = Wave Shaping Intensity
This adjusts the amount of deformation of the PCM
waveform. Higher settings will result in greater defor-
mation. (=10 — +10)
F = VDF Cutoff (VDF cutoff frequency)
This adjusts the frequency at which the VDF begins to
cut. Higher settings will make the sound brighter, and
lower settings will make the sound darker. (-10 —
+10)
V = VDF EG Intensity
This adjusts the intensity of VDF EG. (~10 — +10)
L = VDA Level
This adjusts the overall volume of the Program. (—-10—
+10)

COMB!  EOIT COMBI T . s o i
VI I ) I
! Proc EDITPROG ‘ s .
(| b ) O e recware
SEQ  GLOBAL 1 2 3

O (REE)) [()] [()) (P sramustor | sea
TUUBANK T oisk 10SHOLDI 0 iCOMPARE

01 m .......... () (e
Mode Select Keys Keypad

A = VDA EG Attack Time
This parameter adjusts the VDA EG attack time of the
Program. Higher settings will result in a slower attack.

R = VDF, VDA EG Release Time
This parameter adjusts the release time of the Program.
Higher settings will result in a longer release time. (—10
— +10)

E = Dry:Effect Balance
This parameter adjusts the volume balance between
effect processed sound and direct sound. As this value
is increased, the proportion of the effect processed
sound (relative to that of the direct sound) will increase.
(-10 — +10)

’ Note:

The parameters you edit here will return to their original
values when you select another Program. If you move to
another mode after adjusting them in PROGRAM mode,
the corresponding Program parameter (two or more in
some cases) will be modified (your edits will be remem-
bered), and when you return to PROG mode these values
will be displayed once again as 00. The sound remains as
editted. You may save the sound by using the REC/WRITE
key.




HOW TO USE THE SEQUENCER/HOW TO RECORD

HOW TO USE THE SEQUENCER

The floppy disk included with the 01/WFD contains demo song
data. Follow the procedure beginning with step (1).

The 01/W is shipped with demo song data in memory, so use
the following procedure beginning with step (6).

Here’s how to hear the demo songs.

(1) Insert the floppy disk containing the demo song data into
the disk drive.

(2) Press the DISK mode select key. (The disk mode Load
Disk page will appear.)

(3) Use the cursor UP/DOWN keys to move the cursor (the
inverse area) to “Load All Data”.

(4) Use the AA / V/ keys to select the file to be loaded.

(5) Press [Load], and you will be asked “YES/NO”. Press
[YES], and the data will be loaded from disk into
internal memory.

(6) Pressthe START/STOPkey to enter the Sequencer mode,
and the sequencer will begin playback.

(7) Press the START/STOP key once again, and playback will
stop.

(8) While holding the RESET key, press the START/STOP
key and playback will begin from the begining of the song.
If you press the START/STOP key without holding the
RESET key, playback will continue from the location
where you stopped.

H COMBI EDIT COMBI 7 8 9
V)N O N
PROG  EDIT PROG . 5 [}

) [()] ([({= (] recwnre

SEQ  GLOBAL ' 2 a
m ) I() [0] (][ START/STOP seog
BANK DIsK 10sHOLD:  ©  COMPARE
................ D (e (D rese
Mode Select Keys
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#*h
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ABS RBY A1B A1l AR12 AI3 Al4 OFF

Trel Meal 4.4  0OUWR
MAN Q:HI M:0FF Edit:PRG

A 8 C D E F G H
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HOW TO RECORD

Now let’s try recording into the sequencer.

(1) Press the SEQ mode select key to enter Sequencer mode.

(2) Press the numeric key 0 to call up Page 0, which will
enable you to select a song.

(3) Use the VALUE slider to select the song you wish to
record. For this example, select “9”.

(4) Press cursor key , and then use the VALUE slider to
select the track you wish to record. For this example,
select “1”.

(5) Presscursorkey [Fl, then press the DOWN key to display
“PROG” , and then move the cursor to Track 1. (To do
this, press the UP key twice, and then press cursor key
.) Use the value slider to select the Program you wish
to use.) Select any Program you like.

(6) Press the REC/WRITE key.

(7) Press the START/STOP key. Recording will begin. After
the two-measure count, begin playing.

(8) When you finish playing, press the START/STOP key
once again, to end recording.

(9) Press the START/STOP key once again, and the perform-
ance you just recorded will be played back.

10

ilﬁcm(l;mwai IL7 () : Q : (
PROG _EOIT PROG ; . - . ™ . W_ -
T I‘IQ’LDEID : (!I;:MWE]ID (] reser |
Mode Select Keys '

SONG? Hew Son » 92% Free
ASZ +A0E «AB8 +A00 +A08 +AD8 +*ABO +ABE

ILI

+HEE #AEE +ADE +ABE +ABO +HO0 +AOO +ABE
SHGS Tead Mol d4cd4_ LOOP
J=12a: 1tHI M:OFF Edit:FRG

A B C D E F G H

NN NN AN SN N S




KEY AND SLIDER FUNCTIONS

KEY AND SLIDER FUNCTIONS

Number keys

- In Combination mode, use these keys to select Combina-
tions.

- In Program mode, use these keys to select Programs.

- In other modes, use these keys to select the page of the
function (The page number is displayed in the top line of
each page.). You can also enter the number, by using these
10’s keys while holding down the Cursor key ([A]—[H]).
See “How to input data”, p.16 for details.

10’s HOLD - key

In Program or Combination mode, you can use the 10’s

HOLDY/ - key to fix the ten’s digit of the number, so that only

the one’s place will change. For example if you have selected

“21”, and you press the 10’s HOLD/ - key, the ten’s digit “2”

will be fixed, and you can then press “7” to select “27”, or press

“3” to select “23”. (This is referred to as the 10’s HOLD.) To

cancel this, press the 10’'s HOLD/ - key once again. (The key

indicator will light when bank hold is on.)

- Ifyouusethe ¥V / A keys, the foot switch, or MIDI program
change messages to change the Combination or Program,
10’s HOLD will be cancelled.

- In Program mode and Combination mode, pressing the
number key while holding down the 10’ s HOLD/- key will
show ten Programs or Combinations, the ten’s digit of
which is the same as the number of the key pressed (see
illustration at right).

- When using the number keys to enter data, this key is also
used to enter the negative value and to select a Multisound
from a PCM card.

COMPARE key

In Edit Program mode and Edit Combination mode, this key
allows you to temporarily restore the values of all parameters
used fora Program or Combination to the settings it had before
you began editing. Press the COMPARE key once again, and
the settings will be restored to the values you edited. However
if you edit a Program or Combination while comparing, your
previous edits will be lost. (The key indicator will light while
compare is on.)

Also, if the COMPARE key is pressed while in PROGRAM
mode or COMBINATION mode, the edit recall function will
call up values last set in EDIT PROGRAM mode or EDIT
COMBINATION modes respectively.

Mode select keys

The lit key indicates the current mode.

................................................
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KEY AND SLIDER FUNCTION

BANK (01/WFD) key

Use this key to select Combinations, Programs or songs from
internal memory (Banks A, B) or from a PROG/SEQ card.
(The indicator will light when Card is selected.)

The bank selected will change with each press of the key (A
—B — C—D— A~ B...). For a song, each press of the key
will change the selection as follows: I (Internal)>C—-D-IL.

INT/CARD key, BANK key (01/W)

Press the INT/CARD key to switch between selecting Com-

binations or Programs from internal memory or from a card.

Pressing the BANK key will switch between internal banks A

and B or card banks C and D.

- PCM (Multisound) card waveforms are selected in the Edit
Program mode parameter Oscillator Assign, or in the Glo-
bal mode drum kit parameters. (This CARD key is not
used.)

- The contents of a PROG/SEQ card are organized into 2
banks (C, D).

- Card sequencer song data can be used directly only when
playing. When editing or recording, you must first use the
Global mode functions to load it into internal memory. Be
aware that loading sequencer data from card will overwrite
all sequencer data that was previously in internal memory.

- Be sure that cards are inserted firmly into the correct slot.

Cursor UP/DOWN keys, cursor [A] — [H] VALOE o

01/WFD

COMBI EDIT COMBI

(= (

PROG EDIT PROG

T 1

SEQ GLOBAL
BANK DISK

-

01w

COMBI EDIT COMBI

PROG EDIT PROG

== d

SEQ GLOBAL

T 1

INT/CARD  BANK

der
UP/DOWN Keys

keys, VALUE slider e
Afterusing the cursor UP/DOWN keys to select the
line of parameters you wish to edit, press the —
key below the desired parameter. Then use the

-

DOWN

]

value slider to modify the value of that parameter.
To execute a function enclosed in [ ] in the display,

%JZI{ Illjl |15Jl

press the key below it.

AV Keys [

CURSOR POSITION

A B <

D E F G H

T

- You can perform various functions by pressing
another key while holding akey A]l— [H]. (See
“How to input data”, p.16.)

VALUE A/ V keys

Use these keys to specify a precise value for a parameter that
may be difficult to set using the value slider. To increase the
value by 1, press V. To decrease the value by 1, press V. If
you continue holding the switch, the value will change con-
tinuously. By simultaneously pressing /A and V, you can
undo the modification (i.e., restore the value of the parameter
when you selected it).
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KEY AND SLIDER FUNCTIONS

Press the COMBI/PROG mode select key (or immediately
after you have entered Combi/Prog mode), and the cursor
“»"will be displayed on the left of the Combination/Program
number in the upper left of the display. If you now press the
A key, the next Combination/Program will be selected. (If
youpressthe \/ key, the previous Combination/Program will
be selected.)

- In this case, moving the value slider will not change the
Combination/Program. Depending on the effect settings of
the selected Combination/Program, you will be able to
control the effect as well.

- Press a cursor key (|A| — |H|) and the cursor will move
to the corresponding parameter, allowing you to use the A/
V keys and value slider to edit. (This is known as the
“performance edit” function.)

PAGE+/- keys

The various functions of the 01/WFD+01/W are organized into
display pages. Use these keys to advance to the next page
(PAGEH+) or return to the previous page (PAGE-).

PAGE +

PAGE -

- [

START/STOP key 0 : 0) . X
This key is used to start and stop the sequencer. During
playback, the indicator will blink red on the first beat, and : d 2
green on the other beats. L ()] ()] ([[=_( necmwnme
1 2 3
REC/WRITE key ) () () I]- STARTISTOP |- SEQ
This key is used to record in SEQ mode. When the REC/ WsHOLD- 0 COMPARE
WRITE key is lit, pressing the START/STOP key will begin D= () [OZE(E)) (] meser
recording. To cancel recording, press the REC/WRITE key
once again without pressing START/STOP. (The indicator
will be lit when recording is on.) 7 8 ®
When in Combi, Edit Combi, Prog, or Edit Prog mode, press N () () (|
the REC/WRITE key to write that Combination or Program., 4 5 8
) () ()] m- REC/WRITE
RESET key . 2 2
Pressing the START/STOP key in SEQ mode will stop ) () () A De (] smemstor | sea
playback, and pressing the RESET key will restore the song \USHOLD. 0  COMPARE
position to the beginning of the song (When you have used the
Next Song function for continuous playback, this will be the ,DD 0] db“ zﬂ) g reer
beginning of the song from which playback began.). When
you then press the START/STOP key, playback will start 7 s °
from the beginning of the song, and the Program number, () (OB
volume, etc. of the starting position will be used. . s .
- If you press the START/STOP key without pressing this ) 0) ) e recware
key, playback will begin from the location where you last ‘ ] )
stopped (i.e., continue start).
- W}f’ei the 01/WFD+01/W is being played by the sequencer L () Q (= smanmsror | sea
or from MIDI IN, and for some reason a stuck note occurs, J0sHOLD. 0 COMPARE
you can press the COMPARE key to turn off the sounding ) -IK() (= Eﬁ RESET

notes. (This can be used in any mode.)
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HOW TO CREATE YOUR OWN SOUNDS

HOW TO CREATE YOUR OWN SOUNDS

This section will explain the process of creating your own

sounds on the 01/WFD*01/W.

1. In PROGRAM mode, select
the sound you wish to edit.

..................................

COMBI EDIT COMBI

==

PROG EDITPROG !

SEQ GLOBAL

Please refer to Refer-
ence guide section
1.PROGRAM mode
(p.20).

2. In EDIT PROGRAM mode,
create the desired sound, and
write it into memory.

..................................

: COMB! EDIT COMBI
=T 7:

PROG EDIT PROG !

SEQ GLOBAL

Please refer to Refer-
ence guide section
2.EDIT PROGRAM
mode (p.22).

3. In EDIT COMBINATION
mode, create a Combination
using the Program you created.

..................................

COMBI EDIT COMBI |

PROG EDITPROG

BANK | DISK

Please refer to Refer-
ence guide section
S.EDIT COMBINA-
TION mode (p.86).

14

4. In SEQUENCER mode, use
the sound you created torecord
a song.

COMBI EDIT COMBI :

PROG EDIT PROG

SEQ GLOBAL

Please refer to Refer-
ence guide section
6.SEQUENCER mode
(p.98).




ABOUT THE 01/WFDe01/W

ABOUT THE 01/WFD*01/W’S MEMORY

For details, refer to “01/W memory configuration™, at the end

of this manual.

® Any bank may be used when selecting a Combination in the
Combination mode.

® Any bank may be used when selecting a Program in the
Program mode.

® When selecting a Program which makes use of all Timbres
in the Edit Combination Mode, Programs to be used in
Combinations from Banks A and B (internal memory) must
be selected from Banks A and B as well. Programs to be used
in Combinations from Banks C and D must also be selected
from Banks C and D. In other words, the Program and the
Combination must be selected from the same banks in the
internal memory (or Card).

® Drum Kits must be selected from the same Bank as the
Program. For example, when selecting a Drum Kit for a
Program from Bank C, the selection must be made from
Bank C.

<< Internal memory >>

Also,aDrumKitusedin editing in Global mode must be taken

from the bank currently selected for the Program in Program

mode. For example, when you would like to edit a Drum Kit

from Bank A, first select a Program (one which has the Drum

Kit you wish to edit) from Bank A in the Program mode.

® The data contained in Bank A is used as the Global data.
Because of this, when Global data is loaded from a Card
(Load Combi/Prog), the Global settings will be changed
when loading to Bank A, but the settings will not be changed
when loading to Bank B. In addition, even when data being
saved to a Card (Save Combi/Prog) is from Bank B, the
Global data from Bank A will be saved as well.

® Because Sequence Data is lost from the internal memory
when the power is turned off, be sure to save data you wish
to keep to a disk or card (01 WED)before cutting the power.
For the 01/W (no FD), data will be saved even if the power
is turned off. Sequence Data can only be loaded directly
from a Card when playing. You must first load the data into
the internal memory before doing any editing or recording,
and the data must then be saved to a Card when finished.

<BANK A> <BANK B>

01/WFD 100 Combinations, | 100 Combinations, | Sequencer Data Sequence data will be lost when the power
100 Programs, 100 Programs, (10 songs, 100 patterns, up | is turned off. If you wish to keep the data,
2 Drum Kits, 2 Drum Kits to 48,000 steps) save it to disk or card before turning the
1 Global Data power off.
<BANK A> <BANK B> Sequencer Data This data is preserved even when the
100 Combinations, | 100 Combinations, | (10 songs, 100 patterns, up | power is turned off.

01/W | 100 Programs, 100 Programs, to 7,000 steps)

2 Drum Kits, 2 Drum Kits
1 Global Data

<< PROG/SEQ data cards >>

The data in a PROG/SEQ card (512 Kbit RAM card) is organized in two BANKSs (C, D), and each BANK can contain either of

the following two types of data.

100 Combinations,
Sequence data

10 Songs,

100 Programs, or 100 patterns,
1 Global Data, (up to amaximum of 7,000 steps
2 Drum Kits total)

3 PCM cards are of a different type

15






