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The 707—The new performance synthesizer from KORG.
Great sounds and performance flexibility.

Unique curved design, in a choice of four color variations. Comes with a performance editor function so it's easy to create your own
sounds. In addition, the multi-timbral mode allows you access to eight different patches simulanteously.
The 707's compact, streamlined body and 49-key, lightweight velocity-sensitive keyboard, makes it perfect for use as a remota.

This new 8-voice digital synthesizer provides great sounds and performance flexibility

The 707 comes in four exciting colors black, white, blue and pink. Thanks to its elegantly
curved, lightweight design, it is ideal for remote use.

The 707 has a performance editor which lets you edit patches with three slide controls for timber,
EG 1and EG 2. These sliders alter many parameters simultaneously. And the new patches created
with this performance editor can be stored in memory, so that sounds are easy to create and enjoy

A total of 16 oscillators are combined in a two oscillator architecture to create an 8-voice digital
synthesizer. The two oscillators can be cross-modulated for even more complex harmonic
structures to simulate acoustic instruments or create unique synthesizer effects.
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The keyboard provides four modes of operation
single, layer, double and muiti. The layer
mode lets you play two patches sumultaneously
over the entire keyboard, the double mode
permits keyboard splits with programmable split
points-+overlapping Zones. In the multi-mode,
up to eight different sounds on 8 independant
MIDI channels can be accessed by MIDI
sequencer like the Korg SQD-8. Settings for all
four modes can be stored in combination
memory for easy access while performing

- .
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The combination memory stores a wide variety of parameters for each of the keyboard modes. In
layer mode patch selection, volume panning. detuning, controller+moduration settings are
available. Split mode has all these settings plus split point and the number of voices assigned to
each side of the split. A multi-mode combination memorizes all settings neccessary for a
sequencer performance including patch selection, volume, panning and MIDI channel. Simply
select the combination, hit start on your sequencer and your ready to go everytime

The internal memory contains 100 patches. In eddition, ROM cards for the DS-8 are compatible
giving you access to an additional 100 tones. An optional RAM card can store a maximum of 400
patches+40 combination patterns. Combined with the sophisticated editing the 707 makes it easy
to create a large custom-tailored library of sounds.

A Selection of 100 programs organized by instrument and tone color
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